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{ǘŀǊǘ-ǳǇ {ŜǉǳŜƴŎŜΥ 

¶ ¢ǳǊƴ ²ŀǘŜǊ ƻƴ ǘƻ ǳƴƛǘ όŎƻƴŬǊƳ ƅƻǿ ŦǊƻƳ ŦŀǳŎŜǘǎύ     

¶ tƭǳƎ ǳƴƛǘ ƛƴ ŀƴŘ ǘƻƎƎƭŜ hƴκhũ ǎǿƛǘŎƘ ǘƻ ǘƘŜ hƴ ǇƻǎƛǝƻƴΦ   

¶ ¢ǳǊƴ /hн ƻƴ ŀǘ ǘŀƴƪΣ όŎŀǊō ǘŀƴƪ Ƴŀȅ ƴŜŜŘ ǘƻ ōŜ ōƭŜŘύ 

²ŀǘŜǊ CƛƭǘŜǊǎΣ /w-нпC/ ŀƴŘ /w-нпC/t 

¶ ²ŀǘŜǊ hƴΦ CƛƭǘŜǊǎ ƅǳǎƘŜŘ Ǿƛŀ ǘƘŜ ƅǳǎƘ ǾŀƭǾŜ ŀƴŘ ƅƻǿƛƴƎ ǿŀǘŜǊΦ  

¶ ²ŀǘŜǊ ǇǊŜǎǎǳǊŜ ŀǘκǘƘǊƻǳƎƘ ǿŀǘŜǊ ŬƭǘŜǊ ǎȅǎǘŜƳ ŀōƻǾŜ рл Ǉǎƛ ŀƴŘ ƴƻǘ ŘǊƻǇǇƛƴƎ ƻũΦ  

¶ !ƭƭ ŎƻƴƴŜŎǝƻƴǎ ƭŜŀƪ ŦǊŜŜΦ 

¶ рл t{L ǿŀǘŜǊ ǊŜŘǳŎŜǊ ǾŀƭǾŜ ƛƴǎǘŀƭƭŜŘ ŀƊŜǊ ǿŀǘŜǊ ŬƭǘŜǊΣ ǇƻƛƴǝƴƎ ƛƴ ǘƘŜ ŎƻǊǊŜŎǘ ŘƛǊŜŎǝƻƴΦ  

/hн  

¶ /hн ƘƻǎŜ ŦǊƻƳ ǳƴƛǘΥ ƅŀǊŜ ƴǳǘ ŎƻƴƴŜŎǝƻƴ ƻƴ ŜƴŘ ƻŦ /hн IƻǎŜ ǝƎƘǘ ǘƻ /w-отпм /hн wŜƎǳƭŀǘƻǊ                                                                                

ό.Ŝ ǎǳǊŜ ǘƻ ǳǎŜ ƴȅƭƻƴ ǿŀǎƘŜǊ ǎǳǇǇƭƛŜŘ ǿƛǘƘ wŜƎ ƛƴ ŬǩƴƎ ƛƴ ǘƘŜ ƅŀǊŜ ƴǳǘύΦ  

¶ /hн wŜƎ ŎƻƴƴŜŎǘŜŘ ǘƻ /hн ǘŀƴƪ όŎŀǊŘ ōƻŀǊŘκǇƭŀǎǝŎ ǿŀǎƘŜǊ ǳǎŜŘύ ǝƎƘǘ ŀƴŘ ƭŜŀƪ ŦǊŜŜΦ 

¶ /hн ¢ŀƴƪ CǳƭƭΣ hǇŜƴŜŘ ŀƭƭ ǘƘŜ ǿŀȅ ŀƴŘ {Ŝǘ ǘƻ тр t{LΦ  

/ƻǳƴǘŜǊǘƻǇ /ƘƛƭƭŜǊΥ 

¶ CŀǳŎŜǘǎ ǝƎƘǘ ŀƴŘ ǇƻǎƛǝƻƴŜŘ ǾŜǊǝŎŀƭƭȅΦ IŀƴŘƭŜǎ ǝƎƘǘ ŀƴŘ ǇƻǎƛǝƻƴŜŘ ŦǊƻƴǘ ŦŀŎƛƴƎΦ  

¶ ²ŀǘŜǊ .ŀǘƘ ŬƭƭŜŘ ǿƛǘƘ ǿŀǘŜǊ ǳǇ ǘƻ ǘƘŜ ǿƘƛǘŜ ǎǘŀƴŘ ǇƛǇŜΦ  

¶ ¦ƴƛǘ hƴ ŀƴŘ ǇƭǳƎƎŜŘ ƛƴǘƻ ŀ ŘŜŘƛŎŀǘŜŘ мнл± ƻǳǘƭŜǘΦ 

¶ LŎŜ .ŀƴƪ ŦƻǊƳŜŘκŦƻǊƳƛƴƎ ƻƴ ǊŜŦǊƛƎŜǊŀǝƻƴ Ŏƻƛƭǎ ƛƴ ǿŀǘŜǊ ōŀǘƘΦ ¦ƴƛǘ ŎȅŎƭƛƴƎ ƻƴ ŀƴŘ ƻũ ǇǊƻǇŜǊƭȅ ǘƻ Ƴŀƛƴǘŀƛƴ ƛŎŜ 

ōŀƴƪΦ ¦ƴƛǘ ǿƛƭƭ ǘŀƪŜ н ƘƻǳǊǎ ǘƻ ŦƻǊƳ Ŧǳƭƭ ƛŎŜ ōŀƴƪ ŀƊŜǊ ƛƴƛǝŀƭ ǎǘŀǊǘ-ǳǇΦ   

¶ {ǇŀǊƪƭƛƴƎ ǿŀǘŜǊΤ ŎƻƭŘΣ ŎŀǊōƻƴŀǘŜŘΦ ¢ŀǎǘŜǎ ŎƭŜŀƴ ŀƴŘ ǇǳǊŜΦ !ŘƧǳǎǘ ƅƻǿ ŎƻƴǘǊƻƭ ƻƴ ŦŀǳŎŜǘ ǘƻ ǎƭƻǿ ƅƻǿ ǊŀǘŜΦ 

¶ wǳƴ ŀ ŦŜǿ ƭƛǘŜǊǎ ƻŦ ǎǇŀǊƪƭƛƴƎ ǿŀǘŜǊΣ ƛǎ ŎŀǊō ǇǳƳǇ ŎȅŎƭƛƴƎ ƻƴ ŀƴŘ ƅƻǿ ŎƻƴǎƛǎǘŜƴǘ ǿƛǘƘƻǳǘ ƎŀǎǎƛƴƎ ƻǳǘΦ                                                                

/ŀǊō ǇǳƳǇ ǿƛƭƭ ŎȅŎƭŜ ƻƴ ŀƊŜǊ мΦр ƭƛǘŜǊǎ ƻŦ {ǇŀǊƪƛƴƎ ǿŀǘŜǊ ƛǎ ǇƻǳǊŜŘΦ /ŀǊō ǇǳƳǇ ǎƘƻǳƭŘ Ǌǳƴ ŦƻǊ т-мп ǎŜŎƻƴŘǎΦ  

¶ {ǝƭƭ ²ŀǘŜǊΥ ŎƻƭŘ ŀƴŘ ŎƻƴǎƛǎǘŜƴǘ ƅƻǿΦ ¢ŀǎǘŜǎ ŎƭŜŀƴ ŀƴŘ ǇǳǊŜΦ !ŘƧǳǎǘ ƅƻǿ ŎƻƴǘǊƻƭ ƻƴ ŦŀǳŎŜǘ ǘƻ ƴŜŜŘǎΦ  

¶ /ƘŜŎƪ ŎƭŜŀǊŀƴŎŜǎΤ ¦ƴƛǘ ǎƘƻǳƭŘ ōŜ ŀōƭŜ ǘƻ ǾŜƴǝƭŀǘŜ Ƙƻǘ ŀƛǊ ƻǳǘ ǎƛŘŜǎ ŀƴŘ ōǊŜŀǘƘ ŦǊŜǎƘ ŀƛǊ ƛƴ ǘƘŜ ōŀŎƪΦ                                                                                                

¦ƴƛǘ ŦǊŜŜ ƻŦ ƻōǎǘǊǳŎǝƻƴǎ ŀǊƻǳƴŘ ƛǘ ŀƴŘ Ŏŀƴ ǾŜƴǘΦ  

¶ !ƛǊ CƛƭǘŜǊ ƛƴ ǊŜŀǊ ƻŦ ƳŀŎƘƛƴŜ ƛǎ ŀŎŎŜǎǎƛōƭŜ   

¶ ²ŀǘŜǊ LƴƭŜǘ ŎƻƴƴŜŎǝƻƴ ǘƻ ǳƴƛǘ ƭŜŀƪ ŦǊŜŜ ŀƴŘ ƴƻǘ ǇƛƴŎƘŜŘ ƻũ ŀƴȅǿƘŜǊŜ 

¶  !ƎƛǘŀǘƻǊ ǇǳƳǇ ŀƎƛǘŀǝƴƎ ōŀǘƘ ǿŀǘŜǊ ŀƴŘ ǇǳƳǇƛƴƎ ǊŜ-ŎƛǊŎ ǿŀǘŜǊ ǘƘǊƻǳƎƘ ǘƘŜ ǘǊǳƴƪƭƛƴŜΦ  

  

/ƻǳƴǘŜǊǘƻǇ {ŜǊƛŜǎ {ǘŀǊǘ-ǳǇ ŀƴŘ Lƴǎǘŀƭƭ /ƘŜŎƪ [ƛǎǘ 

bƻǘŜǎΥ 
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6917 

CR-1 & CR-2 Countertop Chilled Sparkling Water Dispenser 

Quick Installation Guide Instructions 

1. Select a location for you chilled water dispenser keeping in mind the unit needs 

air space behind it and to the sides. Place unit within 6ô of water filter                  

connection & 120-volt electrical outlet. Make consideration for proximity of a 

floor sink for the overflow drain hose.   
 

2. Locate the CR-KIT-CT install kit and unpackage and take note of the fittings,    

water regulator and hose supplied to complete the install.  

 

3. Locate the CR-24FC water filter system head and filter cartridges. Mount the  

Water Filter System in an accessible location with at least 3ò of space below 

the filters for service. The Filter system has a Ĳò fpt inlet and outlet, locate 

the adaptor fittings in the install kit to reduce down to 3/8 (PSEI02026 İò 

tube to Ĳò mpt, and PP062012W reducer 5/8 stem to 3/8 tube). Locate the  

PE-12-EI, 12ô role of 3/8ò OD hose. This hose should be used for the inlet and 

outlet of the filter system and to feed into the inlet of the chiller.     

 

4. Locate the PSEI6012U9 3/8ò Anglestop adaptor fitting from the install kit. This 

fitting replaces the compression nut and ferule ring on the angle stop and is 

meant to be hand tightened to the angle stop outlet so you have a 3/8ò quick 

connect fitting outlet to the filter system. Measure and cut a length 3/8 OD 

hose to connect from the angle stop to the inlet of the filter system.     

 

5. Locate the 183-150-NF Shurflo 50 psi water pressure reducer valve and the two 

PI451214FS İò mpt to 3/8 tube fittings for it. Thread the fittings on the valve. 

Measure and cut the appropriate length of 3/8ò hose from the filter to the 

chiller, and splice this reg into that line. Install this 50 PSI Reducer to the  

outlet side of the filter system, feeding into the chiller. The reducer valve is 

directional, make sure the arrows point in the direction of the water flow.  

Consult local plumbing codes for use and requirements of a Back Flow device.   

 

6. The water inlet for the chiller is a 3/8 quick connect push-in fitting, located on 

the bottom base of the unit near the front legs. Connect the end of 3/8ò hose 

from the water filter system and water reg to the PP221212W 90 3/8 tube to 

3/8 stem fitting and connect that fitting into the inlet of the chiller.    
 

7. Locate the 8òx8ò box for CR-3741 High Pressure CO2 regulator. Unbox this               

regulator and locate the 1/4ò nylon washer taped to the packaging. The 8ô 

length of ıò white braded hose extending out the base of the chiller is the 

CO2 hose. It has a stainless-steel flare nut on the end. Rout this hose to the 

location of the CO2 tank. If extra length is required locate the 6ô of ıò hose,  
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7 cont: ıò barb union and 9.5 Oetiker clamps from the install kit and splice the line 

in. The ıò nylon washer should be inserted into the SS flare nut fitting at the 

end of the hose and then connect to the CO2 Regulator.  

 

8. The clear hose coming out the bottom of the chiller is overflow water bath drain 

hose. It is best to run this hose to a floor drain or other waste drain. You will  

get some draining from this hose during the install start-up of the chiller as the   

water bath freezes an ice bank.   

 

9. Turn on Water at the filter system and flush the water filters of air via the flush 

valve on the filter system. Check for leaks.   

 

10. Fill Water Bath: Remove lid and fill water bath with non-filtered/non-softened tap 

water, fill up no less than ıò to top of white standpipe. This is the vertical white 

tube in the water bath that is connected to the clear overflow hose.  

 

11. Plug unit power cord into 120-volt outlet. Toggle the ON/OFF rocker switch to the 

ON position. Fan and compressor will turn on. Fan and Compressor will               

automatically turn off when a complete ice bank is made and cycle on and off to 

maintain it.   

 

12. Unit will take between 3 & 4 hours to make a complete ice bank. 1/3 of the water 

bath should freeze over the refrigeration coils to form a block of ice. On the             

CR-1 models the ice bank forms along the right side of the bath. On the CR-2 

models the ice bank forms a ñnò shape around the outside edges of the bath.   

 

13. Open CO2 at the CO2 tank by turning knob on tank counterclockwise. Adjust     

regulator via the set screw on the front between 55-75 PSI. And check for leaks. 

 

14. Pull open the still water and sparkling water faucets to run water through the        

system. You will need to run the sparkling water faucet for several minutes to 

cycle the carbonation system before full sparkling water will dispense.     

 

15. Once unit has built the ice bank you are ready to dispense chilled still and               

sparkling water. Adjust the flow control handles on the faucets for your                 

preferred flow rate.   

    CR-KIT-CT Install Kit includes fitting, 3/8 OD hose, 50 PSI water pressure regulator and                   

  other items for install ease.   

    CR-3741 High Pressure CO2 Regulator 0-130 psi. The CO2 tank must be sourced locally.  

 

Ownerôs Manual and Warranty Registration can be found on line 

www.crysalli.com 
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