
Push Button Solenoid Valve Detail 

 
Used on: 

CR-2PB & CR-2SW-PB 

CR-1PB & CR-1SW-PB 

CP2000-CT2PB & CT3PB 

CP-JR-CT2FR-PB 

CP-JR-CT1F-PB 

CM-2PB-SB 

CM-2PB 

CM-1PB 



Push Button Series Flow Control Adjustment and Parts Detail 

Flow control adjustment screw.  

Use a flat head screw driver to turn. 

.  

Right to tighten and slow 

the flow. 

Left to loosen and speed 

the flow up 

The PB Push Button models have a flow control set screw 

that can be found on the top of the Solenoid valve for each  

valve. Flow rate adjustments should be made with the unit on, 

cold, CO2 set to 75 psi and filling into a glass.  

To access, remove the lid of the chiller to expose Solenoid 

valves. The set screw is the taller notched screw between the 

two Philips screws for the bracket.   



Unscrew the 2 Philip head screws 

Lightly bend bracket to clear the  

adjustment nut and remove valve 

assembly.  

Turn valve over, being careful not to 

pull the wires from the solenoid.    

Remove Retaining nut 

Lift solenoid off, once again be careful 

not to pull on the wires too much.  

Fixing a Leaking PB valve 

A leaking Push Button 

valve is usually caused by 

debris in the valve body.      

Follow these easy steps 

to clean out.  

Always unplug unit              

before working on.  

Remove the solenoid washer 

and Unscrew the Armature 

Stem from the valve body.   
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Look for and remove any debris or foreign              

material in the valve body area that could               

interfere with the piston seal and flow. Check 

that small o-ring is in place. Wipe internal valve 

area down with sanitizing wipe if necessary.  

Watch for the Piston and Spring in the  

Armature Stem when removing it. Check 

that the spring has tension still and look 

the bottom of the piston over for debris 

and wipe clean.  

Reassemble the Valve in the reverse 

steps you took it apart in.  

The armature needs to be snug, but 

do not over tighten. Over tightening 

it can result in pining the piston 

down to the point water will not 

flow.  

Before putting the solenoid back on 

the Stem, position the Washer so 

the grove is up, in the solenoid.  

Check that wires in the solenoid are 

closest to the wiring harness to           

minimize tension on them.  

Plug unit back in, turn water on, turn 

co2 on and run water through valve 

and make any flow adjustments.  

Confirm there is no more leak.  
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